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VARIABLE

12" MAXIMUM

5/8" PRISMATIC DIAMOND

GRADE REFLECTIVE
WHITE BORDER

HAWKINS M10J-0CB250AL (S),
M10J-0CB250FL (5) OR APPROVED

EQUAL

/000

SEE NOTE 1

NOTES:

. ALL SIGNS SHALL BE REINFORCED BY MOUNTING A
1" X 2" ALUMINUM 3/18" CHANNEL BACK BRACE
ON THE PANEL.

. MOUNTING BOLTS SHALL BE 5/16"x 1" STAINLESS
STEEL.

. LOCATION OF SIGN MOUNTING ON MAST ARM SHALL
BE DETERMINED BY THE ENGINEER.

. EACH STREET NAME SIGN BRACKET SHALL BE HELD
IN PLACE WITH A DOUBLE BAND OF 3/4" HEAVY
DUTY STAINLESS STEEL 0.032" STRAP.

. SIGN BLANKS SHALL BE 0.125" THICK ALUMINUM
PER CALTRANS SPECIFICATIONS.

. LETTERING AND ABBREVIATIONS SHALL BE
AS SHOWN ON THIS DRAWING AND IN
CONFORMANCE WITH THE CURRENT EDITION OF
THE CALTIFORNIA MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES.

. EXTENDER ADAPTERS SHALL BE HAWKINS
M10J-250XL SERIES OR APPROVED EQUAL.

SEE NOTE 4
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